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vo2 EROSION CONTROL NOTES:

1.

10.

THE AREA TO BE CLEARED AND GRUBBED SHALL BE HELD TO THE MINIMUM
NECESSARY FOR SITE GRADING SHOWN ON THE PLANS AND CONSTRUCTION OF
NEW STRUCTURES.

EROSION AND SEDIMENT CONTROL MEASURES SHALL BE PROPERLY
CONSTRUCTED AND FUNCTIONAL BEFORE EXCAVATION AND/OR EMBANKMENT
CONSTRUCTION OPERATIONS BEGIN, AND SHALL BE MAINTAINED THROUGHOUT
THE CONSTRUCTION PERIOD.

ALL EROSION CONTROL MEASURES SHALL, AS A MINIMUM, BE CHECKED BY THE
CONTRACTOR WEEKLY OR AFTER EACH RAINFALL EVENT. DURING PROLONGED
RAINFALL EVENTS, DAILY INSPECTIONS SHALL BE PERFORMED.

. EXISTING VEGETATIVE GROUND COVER SHALL NOT BE DESTROYED, REMOVED, OR

DISTURBED MORE THAN 15 CALENDAR DAYS PRIOR TO BEGINNING EXCAVATION
AND/OR EMBANKMENT CONSTRUCTION.

- PERMANENT SOIL STABILIZATION WITH PERENNIAL VEGETATION DESCRIBED IN THE

DETAILED SPECIFICATIONS SHALL BE APPLIED TO ALL DISTURBED AREAS THAT
ARE NOT TO BE PAVED OR OTHERWSE STABILIZED AS SOON AS PRACTICABLE
AFTER FINAL GRADING.

- PROVIDE TEMPORARY BERMS OR CHANNELS AS REQUIRED TO PREVENT

STORMWATER RUNOFF FROM FLOWING ONTO THE GRADED CONSTRUCTION AREA
TO REDUCE EROSION POTENTIAL.

CONSTRUCTION NOTES

. SEE "GENERAL NOTES” AND "LEGEND” ON THIS SHEET.

. BACKFILL ALL DITCHES UNDER EXISTING OR PROPOSED PAVEMENT AND

SIDEWALKS WITH COMPACTED CRUSHED STONE.

. LOCATION OF EXISTING FIELD PIPING IS TAKEN FROM EXISTING PLANS

AND FROM FIELD SURVEY BUT IS NOT GUARANTEED. THE CONTRACTOR
SHALL LOCATE ALL EXISTING PIPING THAT MAY INTERFERE WITH PROPOSED
CONSTRUCTION AND SHALL RELOCATE SAME AS REQUIRED AT NO EXTRA COST.

. ALL FITTINGS SHALL BE RESTRAINED JOINT WITH EBBA IRON MEGA—-LUG

(OR EQUAL) AND CONCRETE KICKERS.

. A INDICATES DIMENSIONS WHICH VARY WITH

MANUFACTURER. CONTRACTOR SHALL COORDINATE.

GENERAL NOTES

. THE CONTRACTOR IS PROHIBITED FROM EXCAVATING UNTIL EXISTING

UNDERGROUND UTILITIES HAVE BEEN LOCATED BY PROPERLY NOTIFIED UTILITY
COMPANIES. UTILITY LOCATIONS ARE APPROXIMATE AND BASED ON
INFORMATION PROVIDED BY OTHERS. THE CONTRACTOR SHALL IDENTIFY AND
CONTACT ALL UTILITIES PER LEGAL REQUIREMENTS.

. THE CONTRACTOR SHALL BE STRICTLY AND SOLELY LIABLE FOR ANY FINES

LEVIED BY ANY REGULATORY AGENCY DUE TO VIOLATION OF WATER QUALITY
CAUSED BY CONSTRUCTION ACTIVITIES. THE CONTRACTOR SHALL USE ALL
NECESSARY TEMPORARY WATER POLLUTION CONTROL MEANS AS SPECIFIED
TO PREVENT TRANSPORT OF SEDIMENT INTO WATERWAYS AT NO ADDITIONAL
COST TO THE OWNER.

. SEE SECTION 1 OF THE DETAILED SPECIFICATIONS FOR DESCRIPTION OF

REQUIREMENTS FOR OPERATION OF EXISTING FACILITIES DURING CONSTRUCTION.

. COORDINATES GENERALLY REFER TO OUTSIDE CORNERS AND/OR CENTER OF

STRUCTURES. REFER TO PLANS OF EACH STRUCTURE FOR MORE PRECISE
LOCATION INFORMATION.

. THE CONTRACTOR SHALL REPAIR ANY PAVEMENT, CURBS, GUTTERS, SIDEWALKS, ETC.

DAMAGED DURING CONSTRUCTION.

. * INDICATES INFORMATION TAKEN FROM EXISTING PLANS. CONTRACTOR SHALL

FIELD VERIFY.
SEE "CONSTRUCTION NOTES"” ON THIS SHEET.

THE CONTRACTOR SHALL STAY WITHIN THE LIMITS OF CONSTRUCTION AS SET OUT IN
SECTION 1 OF THE DETAILED SPECIFICATIONS AND/OR SHOWN ON THE PLANS.

. THE LOCATION AND DEPTH OF ALL EXISTING UNDERGROUND UTILITIES SHALL BE

FIELD VERIFIED PRIOR TO THE CONTRACTOR COMMENCING CONSTRUCTION. THE
CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY REQUIRED MODIFICATIONS
IMMEDIATELY.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR AND/OR REPLACEMENT
OF ALL EXISTING DRAINAGE CULVERTS DISTURBED DURING CONSTRUCTION. NO
ADDITIONAL PAYMENT WILL BE MADE FOR THE WORK.
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